
Powersafe Couplers 800Amp 

The Powersafe Couplers have been designed to allow a quick and safe way of connecting two 

same sex connectors together ie by using a Drain Coupler you can connect two Source 

Connectors together. 

These are also useful if a generator hire company arrive on site with “drain” connectors attached 

to their cables and they needed to plug into a Panel Drain, you would simply connect a “Source 

Coupler” to the drain connector thus changing the sex of the connector.  

Both the Source and Drain Couplers are Colour coded and keyed In the 5 positons and have a 

maximum rating of 800A.  

Drain Coupler for joining 2 x Source Connectors 

Part Number Description 

SD00375 COUPLER DRAIN-E-GN-800A 

SD00376 COUPLER DRAIN-N-BL-800A 

SD00377 COUPLER DRAIN-1-BN-800A 

SD00378 COUPLER DRAIN-2-BK-800A 

SD00379 COUPLER DRAIN-3-GY-800A 

Source Coupler for joining 2 x Drain Connectors 

SD00370 COUPLER SOURCE-E-GN-800A 

SD00371 COUPLER SOURCE-N-BL-800A 

SD00372 COUPLER SOURCE-1-BN-800A 

SD00373 COUPLER SOURCE-2-BK-800A 

SD00374 COUPLER SOURCE-3-GY-800A 




